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GABEPRO® GPM-895FC  

USE GABEPRO® GPM-895FC is a mercaptan-based epoxy hardener that provides gel times 
of 40 seconds with a standard Bisphenol A epoxy resin mixed at a 1:1 ratio under 
ambient conditions. This mercaptan-curing agent improves bonds between glass and 
metal, especially brass and bronze. It is ideal for two-component mixing equipment in 
assembly line use when mixed at a 1:1 epoxy/hardener ratio. GPM-895 FC can be 
used as a catalyst or co-curing material, where it will impart properties typical of 
mercaptans while providing improved adhesion. 
 

TYPICAL APPLICATIONS 

Adhesives & coatings     
Patching compounds 
Road marker adhesives    
Grouts and concrete repair products 
Floor repairs      
NSF potable water coatings 
Joint sealants 
Anchor bolt adhesives   
Automotive aftermarket repair compounds 
Hobby and craft adhesives and coatings 
DIY Consumer market (general purpose bonding) 

Color, Gardner .................................................................................................. 2.0 max.             
Gel Time, Seconds @ 25 °C  ................................................................................ 30 - 50                                                              
Viscosity, Brookfield, cP @ 25 °C ...............................................................  8000-15000  
 

SPECIFICATIONS 

 

TYPICAL 

PROPERTIES 

 

Description.................................................................. Colorless to Slight Yellow Liquid             
Specific Gravity @ 25 °C  ........................................................................................  1.12                                                              
Flash Point .......................................................................................................  > 200⁰ F  
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Important: The information presented herein is true and accurate to the best of our knowledge. No warranty or guarantee, express or implied, is made 
regarding performance, stability or otherwise. This information is not intended to be all-inclusive as the manner and conditions of use, handling, storage 
and other factors may involve other or additional safety or performance considerations. While our technical personnel will be happy to respond to 
questions regarding safe handling and use procedures, safe handling and use remains the responsibility of the customer. No suggestions for use are 
intended as, and nothing herein shall be construed as a recommendation to infringe any existing patents or to violate any Federal, State or local laws. 

 

 
 

APPLICATION 
PROPERTIES 

 

GABEPRO® GPM-895FC is a unique polymercaptan formulation which provides very 

rapid cures of epoxy systems, even in thin films and at low temperatures. The catalyst 

is an integral part of a GPM-895FC system.  Care should be taken to avoid introducing 

iron contamination. The catalyst, fillers, other additives and the equipment used 

should be selected carefully with avoidance of iron contamination in mind. Iron 

contamination in connection with oxygen in the atmosphere may cause skinning in 

some systems.  

 

TSCA (USA), DSL (Canada), PICCS (Philippines), AICS (Australia), ENCS/MITI (Japan), 

IECSC (China), EINECS (EU) 

 

REGULATORY 
STATUS 

 

GABEPRO® GPM-895FC  (cont.) 

GABEPRO® GPM-895FC is shipped in lined tighthead 55 gallon (480 lbs. net) steel 

drums.  GABEPRO® GPM-895FC should be kept in tightly closed containers when not 

in use and stored in a cool, dry place. Additional handling information is contained in 

a material safety data sheet which is available on request. 

 

PACKAGING, 
STORAGE AND 

HANDLING 
 

Ashtabula, Ohio 

 

SHIPPING 
POINT 

 


