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Phenoxy PKHP-80  

USE 

 

Gabriel Phenoxy PKHP-80 is a micronized powder–grade Phenoxy resin with a particle 
size of approximately 70 microns.  Phenoxy resins (poly hydroxyl ethers) are tough, 
ductile, amorphous polymers having excellent thermal stability, adhesion and 
cohesion strength, and excellent vapor barrier properties.  Phenoxy resins also react 
with cross-linkers like isocyanates, phenolic and melamine resins along the backbone 
hydroxyl groups.  PKHP-80 provides for ease of incorporation into liquid resins due to 
its high surface area; recommended levels of PKHP-80 incorporated into epoxy resins 
are 5 to 25% depending on the desired mix viscosity. 
 
 

TYPICAL APPLICATIONS 

 Single-Pack Epoxy/DICY Coatings 

 Adhesives and Sealants 

 Composites 

Percent Solids .......................................................................................................... 97%             
Color (APHA) -  
(20% in cyclohexanone)   ................................................................................. 200 max.                                                             
Viscosity, Brookfield, cP @ 25 °C - 
(20% in cyclohexanone)  ................................................................................  475 – 715 
Haze, % (20% in cyclohexanone)   ....................................................................  15 max.             
 

TYPICAL 

PROPERTIES 
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Important: The information presented herein is true and accurate to the best of our knowledge. No warranty or guarantee, express or implied, is made 
regarding performance, stability or otherwise. This information is not intended to be all-inclusive as the manner and conditions of use, handling, storage and 
other factors may involve other or additional safety or performance considerations. While our technical personnel will be happy to respond to questions 
regarding safe handling and use procedures, safe handling and use remains the responsibility of the customer. No suggestions for use are intended as, and 
nothing herein shall be construed as a recommendation to infringe any existing patents or to violate any Federal, State or local laws. 

 

 

APPLICATION 
PROPERTIES 

 

Single-pack epoxy formulations containing PKHP-80 and latent hardeners such as 
dicyandiamide will yield improve toughness and adhesive strength when properly 
cured on many substrates including steel, aluminum, glass and carbon fibers, and 
plastics such as nylon and polyester (PET). 

TSCA (USA), DSL (Canada), PICCS (Philippines), AICS (Australia), ENCS/MITI (Japan), 

IECSC (China), EINECS (EU) 

 

REGULATORY 
STATUS 

 

Phenoxy PKHP-80   (cont.) 

Gabriel Phenoxy PKHP-80 is sold in 50–pound (23 KG) net weight lined bags.  The 

powder should be stored at temperatures below 105° F in order to maintain flow.  

The resin is indefinitely stable in unopened containers if stored as recommended. 

Avoid contact with skin, eyes, and the breathing of the any dust associated with 

PKHP-80. Wear OSHA standard respirators, gloves, and other appropriate PPE when 

handling large quantities of PKHP-80. 

 

Consult the product SDS for additional information on properties, hazards, and 

handling. Additional handling information is contained in a material safety data sheet 

which is available on request. 

 

PACKAGING, 
STORAGE AND 

HANDLING 
 

Rock Hill, South Carolina, USA. 

 

SHIPPING 
POINT 

 


